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Zetta - Flash Memory Solution Provider
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 Domestically funded leading edge memory 
solution company in China: Founded in 2013 
by veterans from the world leading memory 
companies, and backed up by the Strategic 
Investors.

 Operated in Shanghai, Suzhou, Shenzhen 
and Hong Kong.

 Long term memory customer relationship 
with strong distribution and direct sales 
channels. 

 In-house memory testing.

Zetta Company Overview  
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Zetta  Flash Memory Product Line

Memory EEPROM NOR Flash Nand Flash（SLC SPI, SLC PPI, 
SD Nand, eMMC）

Key Features： 1.65V-5.5V 1.8V, 2.5V, 3.0V and wide 
voltage ranges；

1.8V and 3.0V；

Density： 2Kb-2Mb 2Mb-128Mb 1Gb-64Gb
Cycling Endurance： 3kk 100k >50k
Applications： Industrial、car、Phone 

camera module、etc.
Telecom、consumer、
computing、etc.

PON、IOT、 Cat.4、 IPC、etc.
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Zetta EEPROM

Den Part Number Vcc I/O Freq.[Freq] Package Type Tem. Range Status
2Kb ZD24C02 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 

SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

8Kb ZD24C08 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

16Kb ZD24C16 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

32Kb ZD24C32 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

64Kb ZD24C64 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

128Kb ZD24C128 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

256Kb ZD24C256 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

512Kb ZD24C512 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

1Mb ZD24C1M 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ Prod

2Mb ZD24C512 1.6V~ 5.8V I2C 1MHz SOP8, TSSOP8, 
SOT23, USON,CSP -40℃ to 85/105/125℃ UD
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Zetta SPI NOR Flash 

Den Part Number Vcc Type Freq.[MHz] Package Type Temp.Range
2Mb ZD25D20 2.7V-3.6V x1/x2 104MHz SOP8-150, TSSOP8 -40 to 85/105/125℃

ZD25LD20 1.65V-2.7V x1/x2 104MHz USON8-1.5x1.5x0.5mm & 2x3x0.5mm -40℃ to 85℃

4Mb ZD25D40 2.7V-3.6V x1/x2 104MHz SOP8-150, TSSOP8, USON8-
1.5x1.5x0.5mm & 2x3x0.5mm -40 to 85/105/125℃

ZD25LD40 1.65V-2.7V x1/x2 104MHz SOP8-150, TSSOP8, USON8-
1.5x1.5x0.5mm & 2x3x0.5mm -40℃ to 85℃

8Mb ZD25Q80 2.7V-3.6V x1/x2/x4 104MHz SOP8-150/208, TSSOP8, USON8-
2x3x0.5mm -40 to 85/105/125℃

ZD25LQ80 1.65V-2.7V x1/x2/x4 104MHz SOP8-150/208, TSSOP8, USON8-
2x3x0.5mm -40℃ to 85℃

16Mb ZD25Q16 2.7V-3.6V x1/x2/x4 104MHz SOP8-150/208, TSSOP8, USON8-
2x3x0.5mm -40 to 85/105/125℃

ZD25LQ16 1.65V-2.7V x1/x2/x4 104MHz SOP8-150/208, TSSOP8, USON8-
2x3x0.5mm -40℃ to 85℃

32Mb ZD25Q32 2.7V-3.6V x1/x2/x4 104MHz SOP8-150/208, USON8-5x6mm -40 to 85/105/125℃
64Mb ZD25Q64 2.7V-3.6V x1/x2/x4 133MHz SOP8-208, WSON8-5x6mm -40℃ to 85℃

ZD25LQ64 1.65V-1.95V x1/x2/x4 108MHz SOP8-208, VSOP8-208, WSON8-5x6mm -40℃ to 85℃

128Mb ZD25LQ128 1.65V-1.95V x1/x2/x4 108MHz SOP8-208, VSOP8-208, WSON8-5x6mm -40℃ to 85℃
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Zetta Nand Flash 

Den Type Part Number Vcc I/O Freq.[Freq] Package Type Tem. Range
1Gb SPI Nand ZD35Q1G 2.7V~ 3.6V x1/x2/x4 104MHz WSON8-6x8mm -40℃ to +85℃

2Gb SPI Nand ZD35Q2G 2.7V~ 3.6V x1/x2/x4 104MHz WSON8-6x8mm -40℃ to +85℃

1Gb PPI Nand ZDND1G08 2.7V~ 3.6V x8 104MHz TSOP1-48pin -40℃ to +85℃

2Gb PPI Nand ZDND2G08 2.7V~ 3.6V x8 104MHz TSOP1-48pin -40℃ to +85℃
1Gb SD Nand ZDSD01G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-6x8mm -30℃ to +85℃
2Gb SD Nand ZDSD02G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-6x8mm -30℃ to +85℃
4Gb SD Nand ZDSD04G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-6x8mm -30℃ to +85℃
8Gb SD Nand ZDSD08G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-6.2x8mm -30℃ to +85℃

16Gb SD Nand ZDSD16G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-6.2x8mm -30℃ to +85℃
32Gb SD Nand ZDSD32G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-6.2x8mm -30℃ to +85℃
64Gb SD Nand ZDSD64G 2.7V~ 3.6V SD2.0 class 4/ 6/ 8/10 LGA8-11.6x13mm -30℃ to +85℃
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Zetta eMMC

Den type Part Number Freq. Package Type Tem. Range Status

4GB eMMC5.1 ZDEMMC04GA 400MB/s (HS400) 153-ball FBGA (11.5x13x1.0 mm) -25℃ to 85℃ Prod

8GB eMMC5.1 ZDEMMC08GA 400MB/s (HS400) 153-ball FBGA (11.5x13x1.0 mm) -25℃ to 85℃ Prod

16GB eMMC5.1 ZDEMMC16GA 400MB/s (HS400) 153-ball FBGA (11.5x13x1.0 mm) -25℃ to 85℃ Prod

32GB eMMC5.1 ZDEMMC32GA 400MB/s (HS400) 153-ball FBGA (11.5x13x1.0 mm) -25℃ to 85℃ Prod

64GB eMMC5.1 ZDEMMC64GA 400MB/s (HS400) 153-ball FBGA (11.5x13x1.0 mm) -25℃ to 85℃ Prod
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Zetta-DRAM Product Line

Memory DDR3(L)

Key Features： DDR3(L) 1600/1866/2133, x16/x8, 96ball FBGA(x16)/78-ball FBGA(x8)

Density： 1Gb/2Gb/4Gb

Applications： PON, WIFI-6, IPC, Medical, Industrial, etc
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Zetta DDR3 SDRAM

Den type Part Number Organization Freq.[MHz] Package Type Tem. Range Status
2Gb DDR3L-1600 ZDV4128M16A-14DPH 128Mx16 800 96-ball FBGA (7.5x13.5 mm) 0℃ to 85℃ Prod

DDR3L-1866 ZDV4128M16A-13DPH 128Mx16 933 96-ball FBGA (7.5x13.5 mm) 0℃ to 85℃ Prod

DDR3L-2133 ZDV4128M16A-11DPH 128Mx16 1066 96-ball FBGA (7.5x13.5 mm) 0℃ to 85℃ Prod

DDR3L-1600 ZDV4128M16A-14IPH 128Mx16 800 96-ball FBGA (7.5x13.5 mm) -40℃ to 85℃ Prod

DDR3L-1866 ZDV4128M16A-13IPH 128Mx16 933 96-ball FBGA (7.5x13.5 mm) -40℃ to 85℃ Prod

DDR3L-2133 ZDV4128M16A-11IPH 128Mx16 1066 96-ball FBGA (7.5x13.5 mm) -40℃ to 85℃ Prod

4Gb DDR3L-1600 ZDV4256M16A-14DPH 128Mx16 800 96-ball FBGA (9x13 mm) 0℃ to 85℃ Prod

DDR3L-1866 ZDV4256M16A-13DPH 128Mx16 933 96-ball FBGA (9x13 mm) 0℃ to 85℃ Prod

DDR3L-2133 ZDV4256M16A-11DPH 128Mx16 1066 96-ball FBGA (9x13 mm) 0℃ to 85℃ Prod

DDR3L-1600 ZDV4256M16A-14IPH 128Mx16 800 96-ball FBGA (9x13 mm) -40℃ to 85℃ Prod

DDR3L-1866 ZDV4256M16A-13IPH 128Mx16 933 96-ball FBGA (9x13 mm) -40℃ to 85℃ Prod

DDR3L-2133 ZDV4256M16A-11IPH 128Mx16 1066 96-ball FBGA (9x13 mm) -40℃ to 85℃ Prod
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Zetta Target Market

Zetta

Networking
Wireless

Industrial 
Medical

Mobile

AI IOT
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Powering the electronic systems consumers and businesses rely on

Zetta Differentiation

How Are We Different?

Focused, application specific approach
in embedded market

Reliable partner – committing and producing reliable 
products that meet design application requirements

Longevity of products

Leading-edge NVM technology foundation

Cost-effective and ease of integration with 
other technologies (SoC, MCU)

Value-added software tools for system level integration
to accelerate time to market
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Thank You！
感谢！

Zetta Device (Suzhou) Limited
Rm 305, Building A, 1 North Guotai Road, Zhangjiagang, Suzhou, China

Zetta Device Shanghai
Rm 810, Building 1, 26 Qiuyue Road, Pudong, Shanghai, China

www.zettadevice.com

Hong Kong Zetta Device Technology LTD.
RM703, 7/F Kowloon BLDG 555, Nathan RD, KL, Hong Kong 


