ALUMINUM ELECTROLYTIC CAPACITORS

TE

Series

Ultra Long Life

Il 105°C 12000~20000hrs Ultra long Life

Il Recommended Applications: For LED Lightingr

B Specifications

Item Characteristics
Category Temperature Range | -40 ~ +105°C
Rated Voltage Range 160~400VDC
Rated Capacitance Range 1.0 ~ 33pF
Capacitance Tolerance + 20 % at 120Hz , 20C
Cv=1000 Cv>1000 |= Leakage Current (uA)

Leakage Current (MAX) (20°C)|

1=0.1CV +40pA (1 minutes )

1=0.04CV +100pA (1 minutes )

1=0.03CV +15pA (5 minutes )

1=0.02CV +25pA (5 minutes )

C= Nominal Capacitance (uF)
V= Rated Voltage (V) (20C)

Dissipation Factor (MAX) WV 160 200 400
(tand) (120Hz ,20°C) tand 0.24 0.24 0.24
Z(120H wv 160 200 400
Low Temperature Stability ( 2)
Impedance Ratio (MAX) Z-25C | Z+20°C 6
Z-40°C | Z+20°C 10

After applying rated voltage with rated ripple current for 12000~20000hours at 105C,
the capacitors shall meet the following requirements.

B Capacitance Change | Within £ 30 % of initial value dDxL Life Time(hrs)
Dissipation Factor 300% or less of initial specified value 6.3x11,8X9,10X9 12000
8x11,10x12.5 15000
Leakage Current initial specified value or less 10x16 20000
Shelf Life After placed at 105°C without voltage applied for 1000 hours,
the capacitors shall meet the same requirement as load life.
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Frequency coeffcient
Frequency (Hz) 120 1K 10K 100K
1~5.6pF 1.0 1.6 1.8 2.0
Coefficient 6.8~18uF 1.0 1.5 1.7 1.9
22~33uF 1.0 1.4 1.6 1.8




ALUMINUM ELECTROLYTIC CAPACITORS

TE

Ultra Long Life

Series

BDimensions,Rated Ripple Current

Capacitance

Rated Voltage(V)

(F) 160 200 400
Size Ripple Size Ripple Size Ripple
1.0 6.3x11 24
12 8x9 28
15 8x9 30
1.8 8x9 33
6.3x11 36 8x9 36
2.2
8x11 40
2.7 8x11 43
a3 6.3x11 42 8x11 47
' 10x9 48
3.9 10x12.5 57
4.7 6.3x11 49 10x12.5 61
5.6 6.3x11 52 8x9 56
6.8 8x9 62 10x16 85
8.2 8x9 66
10 8x9 70 8x11 80
12 10x9 88
8x11 92
15 10x9 95
18 10x12.5 113
22 10x12.5 121
27 10x16 149
33 10x16 158

v Size: Dyx L (mm)

¥¢ Ripple Current: 105°C,120Hz(mA/rms)




